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2) Download free app

Search free APP “EseeCloud” in App store or Google play.

The phone app will be updated sometimes, if your phone app menu is different from the
menu in user manual, please contact us to get the latest user manual

EseeCloud

3) Create an account and login phone app
Register an account with your email address /phone number and password. A verification
code will be send via text.
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4) Add Cloud ID:
Enter APP > My Device > click “+” in the right top corner or center of the phone > “Add
Device”> “Standalone camera/Kit” > Input “Device Cloud ID”> click “Complete”
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Other ways to add

---Cloud ID:

A: Right click the mouse to enter main menu > fast network > cloud (P2P)

B: Right bottom corner of the monitor

---Name of device: customize the system name (such as home, office, room...)
---User Name: default is admin (the same as your NVR recorder)

---Password: default is no password, leave it blank/empty (same as your NVR system)
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NVR

Network Video Recorder

5) Remotely view camera via phone:
Double tap the screen, and you can view camera anywhere anytime.

6) Two way audio communication

Turn on the ¢M) “speaker” button at top right corner of phone app and you can hear the
audio from camera side.

Tap . “microphone” button to enter chat screen, then press and hold “microphone” button
and you can talkback to camera side.

Tap @ “hang up” button to return preview screen

Note:
Only one user can use the “microphone” at one time, others can use the microphone when
the first person hangs up.

How to do if | delete a camera in YESKAMO NVR recorder?

How to add a new POE IP camera?

Keep the camera connect to the NVR via provided Ethernet cable, make sure the LAN port on
the NVR is flashing, and the camera video will be live view in 1-2 minutes.

Power

Indicator light turn on

What'’s the furthest distance can this system support?
Any requirements to the Ethernet cable?

Generally the distance betwwen the NVR Recorder and cameras should within 80
meters(262ft) and you can use Cat 5 or high level ethernet cable,for those with oxygen-free
copper network cable can transmit more stablely and furtherly.

How to manually turn off the floodlight at night?

This floodlight camera has a built in Al sensor and floodlights. The floodlight will automatical-

ly switch on at night when detect any suspicious activities and offer true color videos. But
you can customize the IR-Cut mode to turn off the floodlight as below steps:

Before customizing the IR-Cut mode for a selected channel, please double click the
selected channel to enter full screen mode.

Right click mouse to enter main menu> color adjustment> IR-Cut mode: Infrared, Daylight,
Night, Full Color, Smart Mode

IR Cut Mode Day Night

Infrared Color Picture Black & White, floodlight will never turn on

Totally black once ambient light is insufficient,

Daylight Color Picture floodlight will never turn on
Night Black & White Black & White, floodlight will never turn on
Full Color Color picture Color picture,

floodlight always turns on at night

Black & white when No one passby, and floodlight
Smart Color picture switch on to offer color video once someone
passby and and Al activated

Note:

A: The light of floodlight camera lasts for about 20 seconds.

B: The time interval for floodlight is about 2 minutes.

C: Only under the “Full color” mode and “Smart” mode, the floodlight will turn on at night.

“ How to turn off Siren Alarm from camera side?

There are 6 types of alert available, Buzzer, E-Mail Notice, phone app notification, IPC Alarm,
Split Screen and Drawn Region. You can customize the alerts based on your requirement.
Take IPC alarm as example, it sounds a siren alarm from camera side when human motion
detected.

Right click mouse to enter main menu> System Setup> Channel Setup> Video Detection>
select Channel and click “Enable” > disable “IPC Alarm” > Click “Apply” to save the setting.
Please noted, the default channel is channel "1", revise the channel if you need to setup
other channels, such as channel "2-8".

System Admin

Note:

A: If you choose phone app or email alert for this camera, please make sure your camera
system is online, so that you can receive the alerts. For more information, please refer to
detailed user manual.

B: If you want to setup the same alerts for all channels, please repeat above steps or click
“Copy to all”.

CAAF POE



